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VGA to DVI Conversion Box

Audio Extender

AVILINK

VD-101W

The VD-101W Converter connect computer with HD-15 connector to
digital monitor or projector. The converter changes your PC analog
VGA signal to digital graphic signal, so that digital display device or
projector can be connected to your PC analeg output easily

and conveniently. Features:
® Use PanelLink digital technology
®* Compliant with the specification of DVI 1.0
& Support high-resolution display up to WUXGA (25-165MHz)
* Connect PC with VGA connector to digital monitor
or projector
Specifications:
Function VD-101W
Video Input Connector - q
(ViGA Female) |
Video Qutput Connector
(DVI Female) 1
VD-101W Max. Resolution 1920%1200 60Hz
- Cable Dista
?Si:glein:?e 12m (Max.)

Input Signal Type

| Standa_n:! VGA Si_gnal

Output Signal Type Standard DVI Signal
Housing DC 8V 600mA
Power Adaptar (Min.) Metal
Weight
VGA igl 300g
E— Dimensions (LxWxH) 128275429 mm

]j.

DVI to VGA Conversion Box
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DVv-101

AUDIO-E

The extension of audio stereo and microphone up to 300 meter away by
using the Audio Extender and one CAT5 cable

Features:

# Audio Out supports multimedia speakers and
Headphones or Earphones

# Mic In supports Condenser Microphone and Dynamic
Microphone

® Built-in Microphone preamplifier

# Microphone gain can be adjustable

Line Out’

-
MIC in

RS232 Extender

Specifications:
Function | AudioL |  AudioR
Audio Out/in Connector 1x3.5mm
Mic In/Out Connector 1x3.5mm

RJ-45 Connector

Freguency Response

The DV-101 Converter connect computer with DVI-D connector to
analog monitor or projector. The converter changes your PC digital
DVI signal to analog graphic signal, so that analog display device or
projector can be connected to your PC digital output easily
and conveniently. Features:
® Use PanelLink digital technology
e Compliant with the specification of DVI 1.0
® Support high-resolution display up to UXGA (25-165MHz)
# Connect PC with DVI-D connector to analog monitor

or projector

Specifications:

Function
Video Input Connector

DV-101

{DVI Female)

Video Output Connector
(VGA Female)

Max. Resolution
Cable Distance

DV-101

1

1

1600%1200 60Hz

12 m (Max.
(Single end) M)
Input Signal Type Standard DVI Signal
Qutput Signal Type Standard VGA Signal
Housing DC 9V 600maA,
Power Adapter (Min.) Metal
. Dvi ) Waight 300 g
[al
Dimensions (LxWxH) 128x75%29 mm
—

DV-101

RS232-E+

RS§232

RS232-EY

1

10 Hz to 25 KHz /-3dB
{1Vp-pM0k Ohms)

Audio In Impedance 10k Ohms
MAX. Audio Input level 1.8Vp-p
MAX Mic Input level 0.5Vp-p
MAX. Mic gain 0 to +15dB
Remote Cable Distance 300 m (Max.)
Power Adapter{Min.) DC 8V 300 rnA
Housing Me_ial
Weight 659 [ 66g
Dimensions(LaxWxH) 92x34x22 mm
> Q
MaxCATS 300M
-~
Features:
® Compatible with all RS-232 protocols
#® Full-duplex data communication
® Sends RS-232 data at 230 kbps up to 1000M / 3300 ft
® Pure hardware solution - real time data transfer, no

software conflicts

No external power required

Transfer data or files between PCs, equipments
One CATS cable extension

Specifications:
Function | RS232L* | RS232-R*
RS232 Connector | DB-8 Female x1
RJ-45 Connector 1
" Cable Distance (Max.) = 1000m/3300ft (UTP)
Communication mode Full-duplex data
Power Supply DCOV/300mA(Min.) spare
Housing Metal
Weight B5g
Dimensions(LxWxH) 92x34x22 mm
RS§232
Max CATS / 1000M _RS232 P
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1-1 VGA Extender (80m/400m)

1-1,2,4 or 8 VGA Extender (180m/300m)

AVILINK
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VGA-E80 / 80M

The extension of VGA signal is up to 80 meter away
by using the VGA Extender and one CATS cable.

SinglelPower

VGA-E80(VGA-L80,VGA-R80) 80M

Features:

® Equalization length is adjustable

® VGA signal gain is adjustable

* Support “power over cable” technique, only one

unit (Local or Remote) needs to connect to power

® Both “Local” and "Remote” can act as the PSE

{power source equipment)

Specifications:
Function VGA-LS0 VGA-R80
VGA In/Out Connector HD-15 female connector
RJ-45 Connector 1
Max. Resolution 1600x1200 60Hz
Cable Distance 80 m (Maox.)
Power Adapter (Min.) DC 12V 600mA
Housing Metal
Weight 1369 [ 140g
Dimensions. (LxWxH) 92x34%22 mm

CAT5 80M

VGA

o]
el
VGA-L80/ Local
VGA-EX /400M
VGA-EX+ / 400M

Through the VGA Extender, you can use one PC to display
identical image and extension of VGA signal up to 400
meter on monitors.

VGA-EX *+(VGA-LX*,VGA-RX) 400M
VGA-LX™ can connect with 1 monitor

VGA-R80/ Remote

Features:

® Equalization length is adjustable
®* \VGA signal gain is adjustable

® 50ns total delay pre channel

* 1ns delay resolution pre channel

Specifications:
Function VGA-LX VGA-LX+ VGA-RX
VGA, InfOut Connector HD-15 Female Connector x 1
RJ-45 Connector 1
Max. Resolution 2048x1536 60Hz
Cable Distance 400 m (Max.)
Power Adapter (Min.) DC 12V 600mA
Housing Metal
Waight 135g 290g 300g
Dimensions (LxWxH) 92x34x22 mm 118x75%28 mm

VGA-E / VGA-E PRO / VGA-E+ / VGA-E+ PRO

Use 1 PC to display identical image and extension of
VGA signal up to180/300 meter on 1. 2. 4 or 8 monitors.

Features:

® Equalization length is adjustable
® VGA signal gain is adjustable

Specifications:

VGA-E VGJ\-_E PRO
Function VGA-L VGA-R VGA-L PRO|VGA-R PRO

Video InfOut Connector HD-15 Female x 1
RJ-45 Connector 1

Max. Resolution 1600x1200 BOHz 1920x1440 GOHz
Cable Distance 180 m (Max.) 300 m (Max.)
Power Adapter (Min.) DC 12V 600mA
. Housing Matal
Weight " 13sg | 1409 |  138g | 140g
Dimensions (LxWxH) 92x34x22 mm

VGA-E2 / VGA-E4 / VGA-E8

Specifications:
Function vGA-L* vGAL* PRO VGA-E2 [ VGAE4 VGA-ES
WGA In Conneclor . . HD-15 l;smale x1
VGA Qut Connector HD-15 Female x 1
RJ-45 Connector 1 2 4 8
Max. Resalution ' Depen.ds on Remote Unit
Cable Distance 180m (Max) | 300 m (Max.) _
| Power Adapter (Min.) DC 12V 600mA DC 12V 1.25 |
Housing Metal Aluminum
Weight 2009 | 2009 | 230g | 247g 59
| Dimensions (LxWxH) MBx75x29mm | 130x83.5x25mm | 200835x25 mm|

VGA-E PRO / 300m
(VGA-L PRO , VGA-R PRO)

VGA-E* PRO (VGA-L*PRO, VGAR PRO) / 300m
VGA-L*PRO can connect with 1 monitor

VGA-E* (vea-L*, veaR) / 180m
VGA-L™ can connect with 1 monitor

-@Local Unit @

VGA-E2
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Twisted Pair Distribution Amplifier

VGA Extender AVLINK

VGA-S4 / VGA-S8

Operated with a system having a VGA-Extender CAT5 cable, this product
divides a signal transmitted by the CATS cable into4/8 identical RJ-45 output
signals by the RJ-45 connector input of the VGA-S4/VGA-S8.

VGA-S1

Operated with a system having a VGA-Extender CATS cable, this product
divides a signal transmitted by CAT5 cable into 1 identical RJ-45 output
signals by RJ-45 connector input of VGA-S1.

Features:

e Equalization length is adjustable
® \GA signal gain is adjustable

CATS

Features:
e Equalization length is adjustable
® VGA signal gain is adjustable

Specifications:

Function VGA-S4  VGA-S8
| VGA Qut Connector | HD-15 Ftlamale x1
| RJ-45 In Connector 1

RJ-45 Qut Connactor 4 8
| Max. Resolution 1920x1440 80Hz
Cable Distance 300 m (Max.)
| Power Adapter (Min.) DC 12V 1.25A
| Housing | Aluminum
~ Weight azsg | 345g
Dimensions (LxWxH) 200:c110.5x25 mm
Specifications:
Function VGA-S1
| VGAOutConnector ~ HD-15 Female x 1
RJ-45 In Connector 1
' RJ-45 Out Cnnﬁactnr ' 1
Max. Resolution 1920x%1440 80Hz
Cable Distance 300 m (Max.)
Powar Adapter (Min.) DC 12Y 600mA
' Housing . Aluminum
Weight 2859
Dimensions (LxWxH) 130x110.5x25 mm

VGA-51

RGB Skew CAL.
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SK-101

SK-101 provides perfect skew delay correction. This delay is as a
divaricately result of transmitting RGB signals over CATS cables.
The skew level in CAT5 cables is negligible when distances

below 150M. However skew become significant when using CATS
over longer distances. We suggest, when distances over 150M it is
needed.

& -

SK-101

Features:

e 62ns total delay
® 2ns delay step increments
o Memorize function
e Button locked function
Specifications:
Function SK-101
WVGA In Connector 1
VGA Out Connector 1
Max. Resolution 2048x1536 60Hz
| Power Adapter (Min.} DC 12V 600mA
| Housing | Aluminum
Weight 2259
Dimensions (LXWxH) 130x85x25 mm
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VGA Extender

AV Extender(180m/300m/400m)

AVILINK
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VGA-R2
VGA-R2 PRO

Through the VGA Extender Local unit and VGA-R2 or
VGA-R2PRO Remote unit, you can use one PC to display
identical image and extension of Video signal up to180/300
meter on 2 monitors.

VGA-R2 /180M

VGA-R2 PRO/ 300M

VGA

CAT5 180M

CATS 300M

Features:

® FEqualization length is adjustable.
® V(GA signal gain is adjustable.

Specifications:
Function VGA-R2 VGA-R2 PRO
\iideo Input Connector 1x RJ-45 Female

Video Output Connector 2xHD-15 Female
Max. Resolution 1600x1200 60Hz 1920x1440 60Hz
CATS5 180m/300m
Cable Distance T
VGA 3~10m
Power Adapter (Min.) DC 12V 600mA
Housing Metal
Weight 2859

Dimensions (LxWxH)

123x75x33 mm

AV-EX / 400M

The extension of video and audio signal up to 400 meter

away by using the VIDEO/AUDIO Extender and one CAT.5 cable.

AV-EX (Av-LX AV-RX) /1400m

Features:

® Equalization length is adjustable
» VGA signal gain is adjustable
e Audio sample rate 96KHz

e Can use external microphone to
output sounds to audio amplifier

e 50ns total delay pre channel
e 1ns delay resolution pre channel

Specifications:
Function AV-LX AV-RX
WVGA InfOut Connector HD-15 Female
| Audio Out Connector | 3.5 Stereo Jack x 1
RJ-45 Connector | 1
Max. Resolution | 20481536 60Hz
| Cable Distance | 400 m (Max.)
Power Adapter (Min.) DC 12V 600mA
Housing Aluminum
. Weight | 288g | 300g
Dimensions (LxWxH) 130x110.5x25 mm

AV-E / AV-E PRO - 180M / 300M

The extension of video and audio signal up to
180/300 meter away by using the VIDEQ/AUDIO
Extender and one CATS cable.

<.

AV-E (Av-L,AV-R) [/ 180m

AV-E PRO
(AV-L PRO , AV-R PRO) [ 300m

Features:

® Equalization length is adjustable

® VGA signal gain is adjustable

® Audio sample rate 96KHz

e Can use external microphone to output sounds to audio amplifier

Specifications:

Local Unit

Function AV-L AV-L PRO AV-R AV-R PRO
WGEA InfOut Connector HD-15 Female x 2 HD-15 Female x 2

Remote Unit

Audio InfOut Connector ' 3.5 Sterea Jack x 1 3.5¢ Stereo Jack x 1
MIC In Connector 35@ Stereo Jackx 1 | J——
RJ-45 Connector 1
Max. Resolution Depends on Remote Unit [1500x1200 60Hz 1920x1440 BOHz
Cable Distance | [ 180 m (Max.} | 300 m (Max.)
Power Adapter (Min.) DC 12V 800mA
Housing Adurminum
Weight 288 g 288 g 206 g 286 g
Dimensions (LXWxH) | 130x110.5x26 mm
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